TEMPORARY TRAFFIC CONTROL TYPICAL APPLICATION

NOTE:

REFER TO GENERAL NOTE 7.8 FOR

GUIDANCE ON USING CHANNELIZING

DRUMS TO DELINEATE THE EDGE OF

THE ROADWAY & 4}

INTERSECTION SPACING
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MAXIMUM SPACING BETWEEN \(TYP') ﬁ
CHANNELIZING DEVICES (TYPICAL):

INTERSECTION SPACING
TAPER CHANNELIZATION - SPACING SHALL BE |

EQUAL IN FEET TO THE POSTED SPEED LIMIT

TANGENT CHANNELIZATION - SPACING SHALL BE
EQUAL IN FEET TO TWICE THE POSTED SPEED LIMIT |

SPACING BETWEEN CHANNELIZING DEVICES |
AT DRIVEWAYS AND INTERSECTIONS:

CHANNELIZATION AT DRIVEWAYS AND INTERSECTIONS -
SPACING SHALL BE APPROXIMATELY 6 FEET. |
CHANNELIZING DEVICES SHALL BE SPACED AS NEAR
AS POSSIBLE TO 6 FEET AND PLACED IN A MANNER
THAT THEY DO NOT RESTRICT SIGHT DISTANCE

FROM THE DRIVEWAY OR INTERSECTION. |

THIS REDUCED SPACING IS NECESSARY TO PRECLUDE
MOTORISTS FROM TURNING INTO THE WORK ZONE

TANGENT SPACING (TYPICAL)

n
DRIVEWAY SPACING
|
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[ |
h DRIVEWAY SPACING

KEY: |
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